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CONDITION . . . CHANGING THE USER CODE.
STEP 1 . . . Press and hold down the '8' button for 3 seconds, until you hear a beep.
STEP 2 . . . Immediately enter the 'USER PROGRAM CODE'. (8642) The keypad lights will flash and the sounder will beep. You are now in the programming mode.
STEP 3 . . . Press the 'A' (Bypass) button. Do not hold it down.
STEP 4 . . . Press the '1' button to place a code in position one. You have up 5 positions.
STEP 5 . . . Enter your new code. It can be 3 or 4 digits. Do not use a '0'. Do not begin with a '9'.
STEP 6 . . . Press the 'A' (Bypass) button 2 times in a row to exit programming. 
TO REMOVE A CODE, FOLLOW STEPS ABOVE EXCEPT STEP 5.
Push and HOLD for 2 seconds
	1
	Alarm sounder test
	2
	Display bypass zones
	3
	Display status
	4
	Instant Arm

	5
	Toggle for chime
	6
	Telco test
	7
	Find Fault
	8
	Program

	9 
	Reset
	B
	Alarm History
	
	
	
	


B/A then B/A kills all internal detection (sets STAY mode), B/A then 1 bypasses #1

ALL 3 LIGHTS (red, green, yellow) ON THE KEYPAD ARE FLASHING + THE FOLLOWING NUMBER...
FLASHING #1 ON DISPLAY . . . This signifies a POWER FAILURE.
FLASHING #2 ON DISPLAY . . . This signifies a LOW BATTERY. 
FLASHING #3 ON DISPLAY . . . This signifies a COMMUNICATOR FAILURE. 
FLASHING #8 ON DISPLAY . . . This signifies a problem with your existing telephone line.
REMEDY . . .  FOR ALL CONDITIONS, PRESS AND HOLD DOWN THE '9' RESET BUTTON UNTIL THE SCREEN IS CLEARED. THE SOUNDER WILL SILENCE BUT THE FLASHING NUMBER MAY REAPPEAR UNTIL THE PROBLEM IS RESOLVED. 
-THE ABOVE TROUBLE CONDITIONS APPEAR UPON DISARMING THE ALARM SYSTEM. 
-FOR EARLIER MODELS 1008 AND 1016, YOU MUST PRESS AND HOLD DOWN THE 'DISPLAY STATUS' KEY TO DETERMINE THE FLASHING NUMBER.
CONDITION . . . A 'NUMBER' IS FLASHING ON THE KEYPAD SCREEN.    (3 Possibilities)
REASON # 1 . . . The flashing number signifies that a zone that is open. If the green status light is flashing and the door or window is closed, the contact switch could be faulty.
REASON # 2 . . . The alarm was recently tripped and the flashing number signifies the zone that was tripped.
REMEDY . . . PRESS AND HOLD DOWN THE '9' RESET BUTTON UNTIL THE SCREEN IS CLEARED. REASON # 3 . . . If all the doors and windows are closed and the 'Green Status Light' is flashing as well as a number, the motion detector or window or door contact could be defective.
CONDITION . . . ' P ' IS SHOWING ON THE KEYPAD SCREEN AND KEYPAD IS SOUNDING.
REASON . . . The Code was entered when a window or door was still opened or while standing in front of the motion detector, OR you attempted to arm the alarm system while a trouble condition exists (see various trouble conditions under CONDITION #3).
REMEDY . . .  ENTER YOUR CODE AGAIN TO CLEAR THE 'P' AND STOP THE SOUNDER.
